
 

 

A bit of background 

Tradeline Lightweight All Purpose Joint Compound is a high quality compound with the 
added benefits of low shrinkage creating an easier to sand product. The intended use is for 
embedding paper joint tape, finishing gypsum panel joints or simply hand applied texturing. 
 

Your Itinerary  
 

In order to complete this how to guide, you're going to need the following 
product: 

Tradeline Lightweight All Purpose Joint 
Compound 

Gyproc Hand Sander 

British Gypsum Gyproc Jointing Knife 

 

 

 Also 

We suggest that you use the following accessories & safety equipment 
when undertaking this job: 

4Trade Safety Glasses 

4 Trade Respirator Mask 

4Trade Super Grip Safety Gloves 

4Trade Soft Dust Pan and Brush Set 

 
 

1 

http://www.insulationgiant.co.uk/4Trade-Super-Grip-Gloves-%28One-size%29/p/982412
http://www.insulationgiant.co.uk/Gyproc-Hand-Sander/p/760224
http://www.insulationgiant.co.uk/4Trade-Soft-Dust-Pan-and-Brush-Set/p/820852
http://www.insulationgiant.co.uk/4Trade-Safety-Spectacles-%281-Pack%29/p/811280
http://www.insulationgiant.co.uk/Tradeline-Lightweight-All-Purpose-Joint-Compound-17L/p/698336
http://www.insulationgiant.co.uk/4Trade-Super-Grip-Gloves-%28One-size%29/p/982412
http://www.insulationgiant.co.uk/search?text=Celotex+PL4000
http://www.insulationgiant.co.uk/British-Gypsum-Gyproc-Jointing-Knife-250mm/p/544599
http://www.insulationgiant.co.uk/Tradeline-Lightweight-All-Purpose-Joint-Compound-17L/p/698336
http://www.insulationgiant.co.uk/British-Gypsum-Gyproc-Joint-Tape-50mm-x-150m/p/760078


 

Filling small cracks and holes
 

  

  

 

Prior to installation it’s important to 
ensure you are installing in a clean, dry 
environment that is well ventilated. We 
strongly advise that you use Personal 

Protective Equipment (PPE) listed 
above.  

  

 

Step 1
 

With a clean brush ensure that 
the area you’re about to work on 
is clean from grease and dust 

Top Tip: You can use any type of 
brush, we recommend using a 
clean paint brush for ease. 
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Step 2
 

Apply your joint compound to your 

jointing knife, before working it 

into your hole or crack to make 

sure it fills your hole completely. 

Top Tip: Scrape any excess 
compound as you go. 

 

Step 3
 

Allow the compound to completely 

dry. If unsure on how long to 

leave it, it’s best to leave it for 24 

hours to be certain. 
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Step 4
 

Using your hand sander carefully 
go over the area that you have 
worked on to blend it into the rest 
of the wall. 

 

Step 5
 

When you have finished this 
process don’t forget to clear up 
any dust or mess using your dust 
pan and brush! 
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