
 

 

A bit of background 

Knauf Proroll max plaster is a roller applied backing plaster by Knauf. Use a medium pile 
roller to simply roll the plaster on to the wall and simply smooth over with a trowel or joint 
knife. Use over artex, or uneven surfaces. 
 

Your Itinerary  
 

In order to complete this how to guide, you're going to need the following 
product: 

Knauf ProRoll Max 

Knauf ProRoll Light 

Medium Pile Roller 

 

 

 Also 

We suggest that you use the following accessories & safety equipment 
when undertaking this job: 

4Trade Safety Glasses 

4 Trade Respirator Mask 

4Trade Super Grip Safety Gloves 

4Trade Cotton Dustsheet 
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http://www.insulationgiant.co.uk/search?text=Celotex+PL4000
http://www.insulationgiant.co.uk/Knauf-Proroll-Light-Plaster-12-5kg/p/735900
http://www.insulationgiant.co.uk/4Trade-Super-Grip-Gloves-%28One-size%29/p/982412
http://www.insulationgiant.co.uk/British-Gypsum-Gyproc-Joint-Tape-50mm-x-150m/p/760078
http://www.insulationgiant.co.uk/4Trade-Safety-Spectacles-%281-Pack%29/p/811280
http://www.insulationgiant.co.uk/4Trade-Super-Grip-Gloves-%28One-size%29/p/982412
http://www.insulationgiant.co.uk/4Trade-Dustsheet-Cotton-Twill-3600mm-x-2700mm/p/693400
http://www.insulationgiant.co.uk/Knauf-Proroll-Max-Plaster-13-5kg/p/735907


 

Applying Knauf ProRoll
 

  

  

 

Prior to installation it’s important to 
ensure you are installing in a clean, dry 
environment that is well ventilated. We 
strongly advise that you use Personal 

Protective Equipment (PPE) listed 
above.  

  

 

Step 1
 

Submerge your roller inside the 
ProRoll max plaster and start 
rolling over the area that you 
intend to work on. Roll on the 
plaster to a 4mm thickness on the 
wall.  

Top Tip: You only need to apply 
the ProRoll max if the wall you’re 
plastering is textured or is not 
smooth. 
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Step 2
 

Allow time for the ProRoll max to 

completely dry before moving 

onto the next step. This usually 

take from 12-18 hours. 

 

Step 3
 

When the first coat of plaster is 

set, apply a layer of the Knauf 

ProRoll light at a 1mm thickness 

over the top of the previous layer 

to ensure the surface is smooth. 

 

Step 4
 

Wait for the Knauf ProRoll light to 
completely dry which usually 
takes 12-18 hours.  
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Step 5
 

When you have finished this 
process don’t forget to clear up 
any mess, by using dustsheets 
you can avoid spills on floors and 
furniture. 
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